Type:

ALCS Z-Scan 46-II Specifications

Desktop Universal Digital Microform Scanner

Type of Film:

Microfiche, Jackets, Aperture cards, 16mm & 35mm roll film, 16mm film cartridges

Screen:

12" x 12" (300 x 300mm)

Magnifications:

7.5%x, 9-16x, 13-27x, 23-50x
Same Lenses as Z43 R-P

Focus Control:

Manual

Print Speed
MSP3000 Printer

20 sheets per minute
(8.5" x 11") or A4, 400 dpi)

Print Size

8-1/2" x 11"(A4) landscape
8-1/2" x 11" (A4) portrait
8-1/2" x 14" (B4) landscape
11" x 17" (A3) portrait

Image Rotation:

Prism rotation (standard Auto Image Rotation; Prism included)

Zooming:

Manual

Scanning Speed:

6.5 seconds/page

Scanning Density:

200, 300, 400, 600, 800 dpi

Optical Resolution:

400 dpi

Electronic Zooming:

50% - 200%, print to fit paper

Multiple Printing:

11- 19 prints (LED countdown identification) with MPS3000 printer

Dimensions:

19-3/4" x 32-3/8" x 28-1/4"

Hardware Interface:

Video (direct print),
SCSI-2 (to PC) - optional
USB-2 (to PC) - optional
Switchable on front panel

Exposure:

Auto, Manual




Weight: 86 Ibs

Microform Carriers:

- Fiche Carrier 9

- Universal Carrier 9

- Universal Carrier 2

- Universal Carrier 50

- Universal Carrier 59/59M
- Rollfilm Carrier 9B

- Rollfilm Carrier 53/53

- Rollfilm Carrier 15A/15M
- Rollfilm Carrier 22A

Other Options:
- Lenses (see Magnifications)
Options: - Manual Frame Masking Kit
- PC Interface Kit
- Grayscale Kit
(256 levels, 8-bit Output to PC)
- Mars Controller 4
- Mars Mini Controller 2
- Workstation
- Footswitch

Printers:

- MSP3000 Digital Laser
(Printer and Cable)

- MSP2000 Digital Laser
(Printer and Cable)




